REQ | STATE |  PRoECT  [HEET ?“E“'I
Yo.
Standard

Post _Section Slotted Rail Terminal, See Table A 1:20 slope relative to grade (20 m minimum)

(Pl, P2 & P3 are not included in length of need calculations)
Hinge line _
of foreslope ”___,_——
using 1.83 m e ———
posts ="
— s
T S
— - h

PIO 7 8
< See tavle - X S| Edgs of S
shoulder

——
Not ta exceed I5°~~ —
¥

4.0 m
DD

Tangent line profected from the face of the last fwa/
PLAN post blocks In the standard post sectlon.

P9
* See Speclal Contract Requirements
when 2./ m or longer posts

are specified.
A -J

Pay Limits Guardrall ”OTE’
System 64 Vooden Confralied Feleasin Termhfg {égn;}fsP;:;'gfna/ Section, Type SRT-350 L. Dimensions not labeled are in millimeters.
Regular Line Posts. 3 spaces at 1,270 m - 4 spaces at 952.5 1905 m 1905 m | 2. For detalls not shown, see Drawing W6I7-34
F 300, 1605 300 /185 T&TL 685 320 and Meél7-35.
| 9 i) Jicc) Jid ‘ —‘ re i) —‘ T P4 £3 P2 ik 3. Widened shoulder on both ends of guardrail

4. All bolts except adjustment bolts shall be
drawn tight on ralls and components on
Initial Installation.

!
I
I
Slotguards i Ly
See Drawing T}r Assembly

Mei7-35 |

i I

Slots with 4 | Strut and Yoks |

+L 5. Final tightness check on rail and components

bolts and retightening as required to be done
30 days after Inltial Installation.

P
/ E % ! = runs Is required.
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|
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I
|
I
I
I
|
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e —t

[ A

rm—————r———

[ A

6. See manufacturer’s drawings for other detalls.

|
|
Edge of pavement or ground lline |
L

guf 3 - /5h mm z/ofs. at face of rall as applicable. - 7. Do not attach rall to P2, P3, P4, P6, F7,
ine on each peal P8, and P9. Attach guardrall back-up
ATIO) Wood Breakaway
ggdf::ewl_/zeg,): ;/;z//fe/{e ELEY. ” Posts in steel tube plate to post P2, P4, P5, P6, P8, and F9.
locations shown.
APPROACH & DEPARTURE FLARE
WITH SLOTTED RAIL TERMINAL (SRT-350) TABLE
SRT-350 11.43 m (END PARABOLA) LENGTH
POST _NUMBER

PIO P9 P8 P7 P6 P5 P4 P3 P2 Pl
0 1270 | 2540 | 38/0 | 4763 | 5715 | 6668 | 7620 | 9525 | 11430

Crown or Y 0 15 60 150 210 305 430 550 855 1220
Supersleyation
/ Bk
| T ht U.S. DEPARTMENT OF TRANSPORTATION
J 0l FEDERAL HIGHWAY ADMINISTRATION
FEDERAL LANDS HGHWAY OFFICE
Normal shoulder edge "' 1.9 m (min) METRIC STANDARD
or as shown on the
typloal section SECTION A-A G4 W BEAM GUARDRAIL

[}

SLOTTED RAIL TERMINAL
Edge of shoulder or TYPE SRT-350

groundline at face of rail.

STANDARD APFROVED FOR USE I1/97 STANDARD

NO SCALE
ReviseD: /s Msr{_aa
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